
FULL DEPTH EXPANSION JOINT W/

1/4" THK NON-EXTRUDING PREFORMED

COMPRESSIBLE MATERIAL AND SEALANT

(PER TTL RECOMMENDATIONS)

MIN 7" THK 4500 PSI CONCRETE

W/ MIN 9" THICKENED EDGE

(PER TTL RECOMMENDATIONS)EXIST

STRUCTURE

SAW CUT EXIST ASPHALT

FOR SMOOTH TRANSITION.

PROTECT EDGE DURING CONSTRUCTION

EXIST

ASPHALT

AND GAB

SUBGRADE SOIL COMPACTED TO

98% STANDARD PROCTOR

(PER TTL RECOMMENDATIONS)

6" GAB COMPACTED TO

98% MODIFIED PROCTOR

(PER TTL RECOMMENDATIONS)

MIN 7" THK 4500 PSI CONCRETE

W/ MIN 9" THICKENED EDGE

(PER TTL RECOMMENDATIONS)

SUBGRADE SOIL COMPACTED TO

98% STANDARD PROCTOR

(PER TTL RECOMMENDATIONS)

6" GAB COMPACTED TO

98% MODIFIED PROCTOR

(PER TTL RECOMMENDATIONS)
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DETAIL @ EXIST CURB AND GUTTER

SCALE: NTS

FULL DEPTH EXPANSION JOINT W/

1/4" THK NON-EXTRUDING PREFORMED

COMPRESSIBLE MATERIAL AND SEALANT

(PER TTL RECOMMENDATIONS)

MIN 7" THK 4500 PSI CONCRETE

W/ MIN 9" THICKENED EDGE

(PER TTL RECOMMENDATIONS)EXIST

CURB AND

GUTTER

SUBGRADE SOIL COMPACTED TO

98% STANDARD PROCTOR

(PER TTL RECOMMENDATIONS)

6" GAB COMPACTED TO

98% MODIFIED PROCTOR

(PER TTL RECOMMENDATIONS)
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