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Micro Bar Screen 

The OR-TEC Micro Bar Screen is robust, reliable, low maintenance screen that is easy to install and 

operate. The Micro Bar is also a completely unique unit because it can screen to 2mm while not blinding 

due to its tapered bar construction and penetrating rake teeth. This US patented screen is manufactured 

in an ISO 9001 and ISO 14001 factory. It removes the vast majority of wipes, hairs, rags and small 

plastics which will pass through screens with larger openings.  This very high removal rate greatly 

improves plant operation by stopping fouling of pumps, valves and build-ups in aeration basins and 

digesters.  Even with high levels of FOG the screen will not blind. The unit is fabricated from stainless 

steel and is ready for operation when it arrives on site. It is provided to be installed and self-seal in 

wastewater treatment plant influent channel. 

No wash water required 

No brushes required  

7.c.b

Packet Pg. 219

A
tt

a
c
h

m
e
n

t:
 V

a
ld

o
s
ta

 -
 M

u
d

 C
re

e
k
 W

P
C

P
 M

ic
ro

 B
a
r 

S
c
re

e
n

 P
ro

p
o

s
a
l 
w

it
h

 I
n

s
ta

ll
a
ti

o
n

 -
 1

.8
.2

4
  
(3

9
2
3
 :

 N
e
w

 B
a
r 

S
c
re

e
n

 f
o

r 
th

e
 M

u
d

 C
re

e
k
 W

a
te

r


